
General
Platon is a uniquely dimpled HDPE membrane
intended to provide waterproofing or dampproofing for
foundations to a depth of 16 feet. Deeper foundations
may be done by “doubling up” and reversing one layer
on the lower courses. Platon provides exterior water
control, interior moisture control and drainage (if
needed). Platon is also an excellent “protection layer”
for elastomeric waterproofing membranes.

Operation
Platon’s dimples rest on the
foundation wall and the membrane
creates a waterproof barrier that
holds wet soil ¼” away from the
wall. Water finding its way past
the membrane flows to the footing
drain, not into the basement.
Foundation moisture condenses
on the inside of the Platon
membrane and falls to the footing
drain for removal.

Benefits
• Controls both exterior and interior moisture.
• Mechanical fastening permits all weather installation
on new or existing foundations.
• The foundation can crack, shift and settle without
affecting the membrane or its performance. Platon will
easily bridge cracks of over ¼”.
• The unique “double dimple” design minimizes soil
movement “drag” on the membrane.
• Armtec Limited provides a limited 30-Year Product
Leakage Warranty.
• The EPA estimates high-density polyethylene
(HDPE) below grade to have a life expectancy of over
300 years.

Installation Procedures
Platon wraps around the foundation and hangs like a
curtain. It is held in place at the top of the membrane
with Speedclips or Platon Plugs. The
flat tab at the top is sealed to the wall
to prevent dirt from filling the air gap
and clogging the drainage path.
Instructions are included in every roll
and a detailed photo guide is available
by calling 1-800-265-7622 or by
visiting www.systemplaton.com

Platon Components
• Platon Membrane – Rolls are 20M - 65’6” long with
typical heights of 6’6”(425 sq. ft.), 6’9.5” (442 sq. ft.)
and 8’ (525 sq. ft.). Minimum Sheet thickness - 0.024”
(24 mil) in the flat sections, 0.021 in the dimples.
Dimple Height – 6.0mm (0.024”)
• Platon Speedclips – Patented fastener engages 4
dimples and presses the smooth tab against the wall.
• Platon Plugs – Fit into the dimples to provide pull
through resistance for concrete nails or screws.
• Platon Washers – Hold the smooth tab tight to the
wall when using Platon Plugs.
• Platon Molding – Used to seal open edges of the
membrane E.G. Change in grade etc.

Characteristics
Working temperature: -50oC to +800C(-58oF to +176oF)
Softening temperature:                      +125oC (+257oF)
Thermal Resistance:                 0.11 m2 . oC/W (R .68)
Water Vapor Permeability:                1.5 x 10-6 g/m2 h.
                                                (10 x > builders poly)
Air volume / dimpled side:        4.0 litre/m2   (1 gal/yd2)
UV Stabilization:    Minimum 2% carbon black content
Toxicity:   None – Platon is chemically inert and 100%

                          environmentally friendly

General
Platon Foundation Protector has been in use in North
America since 1991 & Norway since 1970.  Builders
and homeowners alike report virtually ZERO leaks.
Platon Foundation Protector can be used on all types
of foundations – Poured concrete, block, ICF or
pressure treated wood without the need for any other
treatment to the wall surface. Platon is also ideal for
exterior retrofit projects where new drain tile is being
installed.  As with all foundation waterproofing
systems, Platon requires proper installation and
operation of foundation footing drains to remove any
water that gets behind the membrane.

Approvals
Canada – CCMC 12266R  CCMC 12878-R
               BMEC 91-6-154
U.S.A. –  NES Report # NER 514 – Waterproofing
               (IRC)
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Commerical and Residential Use

All types of foundations - New or Existing

Permanent underslab vapour barrier or subfloor
over concrete

Platon is ideal for


